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AIRCRAFT
DA 40 NG AMM Fuel System

(4) Install the connecting link which attaches the tank to

the fuel filler assembly:

Move the link into position on the connecting

brackets.

Install the two bolts through the link and the

connecting brackets.

Install the 2 washers and nuts onto the bolts.

Tighten the nuts and bolts.

 

C. Install the Tank Assembly

Detail Steps/Work Items Key Items/References

(1) Move the tank assembly into position in the wing. Make sure that the tank assembly is correctly

located.

(2) Install the fuel filler assembly:

Install a new O-ring seal on the fuel filler flange.

Make sure that the mounting in the fuel filler

assembly is correctly aligned with the hole in the

top surface of the wing.

Install a new O-ring seal in position on the top

surface of the wing.

Apply a thin layer of sealant to the contact area

between the fuel filler flange and the ring for the

filler cap.

Put the ring for the filler cap in position over the

filler flange.

Install the 8 screws which attach the fuel filler and

the ring for the filler cap to the wing.

When all of the screws are installed, then tighten

the screws.

Important: be sure to remove any excess sealant

squeeze-out from the fuel filler assembly. Failure

to do so could lead to fuel contamination.

If necessary, move the tank assembly to give

correct alignment.

Make sure that the O-ring is correctly

positioned. 

Use DP 300 or equivalent.

Finger tight only.

Tighten opposite screws.
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AIRCRAFT
DA 40 NG AMM Fuel System

C. Install the Tank Assembly

Detail Steps/Work Items Key Items/References

(1) Move the tank assembly into position in the wing. Make sure that the tank assembly is

correctly located.

(2) Install the fuel tank:

Make sure that the fuel filler flange in the outboard

tank chamber is correctly aligned with the hole in

the top surface of the wing.

Apply a thin layer of sealant to the contact area

between spacer ring and fuel filler flange.

Install the spacer ring onto the tank filler flange.

Install a new O-ring seal in position on the top

surface of the wing.

Apply a thin layer of sealant to the contact area

between the spacer ring and the ring for the filler

cap.

Put the ring for the filler cap in position over the filler

flange.

Install the 8 screws which attach the fuel filler and

the ring for the filler cap to the wing.

When all of the screws are installed, then tighten

the screws.

Important: be sure to remove any excess sealant

squeeze-out from the fuel filler assembly. Failure to

do so could lead to fuel contamination.

If necessary, move the tank assembly to

give correct alignment.

Use DP 300 or equivalent.

Make sure that the O-ring is correctly

positioned. 

Use DP 300 or equivalent.

Finger tight only.

Tighten opposite screws.

(3) Connect two the vent hoses to the adapters on the

access panel:

Push the vent hoses onto the adapters on the

access panel.

Install the clamps which hold the vent hoses to the

adapters on the access panel.

Near the outboard end of the outboard fuel

tank chamber.

(4) Connect the bonding connection at the outboard end of

the outboard fuel tank chamber.
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