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SERVICE INFORMATION NO. SI 40-015

SERVICE INFORMATION NO. SI D4-021

I. TECHNICAL DETAILS

1.1 Airplanes affected

DA 40 40.006 -40.079, 40.081 - 40.083, 40.201 - 40.429, equipped with the KAP 140 Autopilot

System

DA 40 D 40.080, 40.084, D4.001 - D4.090, D4-092 - D4.100, D4.102 - D4.105, D4.107 - D4.114,

D4.117 - D4.121, D4.123 - D4.125, D4.128, D4.132, equipped with the KAP 140

Autopilot System

1.2 Subject

Autopilot KAP 140

ATA-Code: 22-00

1.3 Reason

Honeywell has created a new Software Version for the KAP 140 Autopilot installed in the DA 40

and DA 40 D, to reduce the number of nuisance TRIM FAIL faults. This new Software Version has

now been certified for use in the DA 40 / DA 40 D can be installed retrofit.
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1.4 Information

The instructions given in the Installation Bulletin No. 511 from Honeywell must be followed.

This Installation Bulletin is applicable without any restrictions. No further work will be necessary

on the aircraft itself. Airplane serial numbers not mentioned above will have installed the new

Software Version during serial production.

II. OTHERS

The Installation Bulletin No. 511 from Honeywell is attached to this Service Information.






