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Flugzeugwerk Wr. Neustadt
Gesellschaft m.b.H.

N.A. Otto-StraBe 5

2700 Wiener Neustadt

Betroffen:

‘Gegenstand:

AnlagB:

Mafnahmen:

TECHNISCHE MITTEILUNG NR. 31

Alle Werknummern der Baumuster

H 36 DIMONA

H 36 DIMONA Mk II - '

HK 36 SUPER DIMONA (mit LIMBACH 2,4)
Wartungsanweisung fiir SLICK-Elnfachzunder

Die Fa. SLICK hat festgestellt, dan

Einfachziindsysteme, die weder redundant noch
"Fail-safe" ausgelegt sind, als

flugsicherheitskritisch angesehen werden miissen.

Aus diesem  Grund sind hiefiir kiirzere
Inspektionsintervalle erforderlich, '

Die Inspektlon des Zundmagneten hat gemaB der
Revision im Wartungshandbuch, die SLICK SB 1-89B
entspricht, zu erfolgen. Dafiir sind die
Wartungsunterlagen der Fa. SLICK heranzuziehen.
Die Angaben fiir . die 4200er Modelle sind

zutreffend.
Die folgende Seiten im Wartungshandbuch sind zu
ersetzen und auf der Rev151onsse1te einzutragen:

H 36 + H 36 Mk II

Blatt 3.4 gegen Blatt 3.4 Ausgabe 11. Mai 1993
tauschen

HK 36

Blatt L 3.3 gegen Blatt L 3.3 Ausgabe 11. Mai 1993
tauschen



Datum Seite

™ 31 ' 11.05.1993 2/2

Drlngllchkelt: gemaB SLICK Serv1ce Bulletin SB 1-89B Revision
B vom 03.01.1993 (spdtestens bei der ndchsten 50
- Std-Kontrolle).

Material:  Wartungshandbuchseiten und Slick Service Bulletin
R liegen bei.

Masse u.Schwer- '
- punktlage: ~nicht betroffen

Hinweis: Falls Sie Ihren Motorsegler inzwischen
weiterverkauft haben, bitten wir Sie, diese
Mitteilung an den neuen Halter weiterzuleiten und
uns seinen Namen und Anschrlft unter Angabe der
Werknummer mitzuteilen.

Wr. Neustadt, 11.05.1993 BAZ-anerkannt am: 18.5.1993

Dt e

Ing. DUNDLER

Dipl.Ing. Dieter KOHLER
Technische Leitung



Hoffm

ann Aircraft Wartungshandbuch H 36

- Blatt 3.4

Busgabe: 11, Mai 1993

Bezug: TH 31
Hoffmann Titel: Inspektionsliste Ffir H 36 "DIMONA"
Aircraft _ Motorsegler H 36 DIMONA -
, : : Blatt: 2 von 9
‘Risse kontrollieren |
16.  Kraftstoffilter erneuern. . 0ojo]o
17. Séhwimmernadelvéntile erneuern. 0
18. Sieb der mechanlschen Kraftstoffpumpe 0| o
reinigen.
- 19. Fingerfilter im Tank auf Verunreinigungén . o
. kontrollieren, ggf. reinigen.
20, Vergasermembranen kontrollieren. 0! 0
21. Spiel der Drosselklappenwellen kontrollie- 0
ren. Bei mehr als 0,8 mm Radialspiel in-
standsetzen lassen. _
22. Olstand im Vergaser kontrollieren, ggf. 01010
" nachfillen (Zenith-Lube-0il). .
23. Vergaser—, Choke~, Heizungs- und Liiftungsbe- | O | O | O
tatigqung auf Le1chtgang1gke1t priifen, ggf
schmieren.
- 24, Xontrolle simtlicher Schraubverbindungen 0]0] 0
und- Sicherungen, insbesondere der Motor-
aufhingung. Auf Zustand der Sllentblocke
achten. _
25. V-férmige Seilverspannung des Motors auf 010
richtige Spannung und Sicherung kontrollie-
"ren, ggf. nachspannen.
26. Zustand und Spannung des Generatorkeilrie- 1010
mens priifen, ggf. nachspannen bzw. aus-
Wechseln
27. Zundzeltpunkt kontrollleren, ggf. einstellen. 010
28. Ziundmagnet priifen entspr. Slick-Manual L-1037
(a) externe Inspektion 010410
(b) interne Inspektlon ALLE 250 STUNDEN 0250k
29. Zitndgeschirr auf Beschidigungen, Scheuer- 01010
B stellen, Knicke usw. kontrollieren.
30. Verkabelung und Anschliisse auf Scheuer- ololo
stellen, Verlegung und Korrosion kontrol-
__1leren :
© 31. Ziindkerzen reinigen und priifen (0,4 mm). 0|00
Nach 200 Betriebsstunden auswechseln.




HK 36 WARTUNGSHANDBUCH - WARTUNG UND KONTROLLEN

' WARTUNGS- - CHECKLISTE Stand Blatt
HOCAC | ' B 11. Mai 93
o HX 36 Super Dimona S 2 von 13
: S : Bezug: TM 31 :
Stunden
_ _ 50}(100|500
1.8 EinlaBventile mit dem Endoskope auf Ver- 0 0
kokung kontrollieren {(empfohlene Kontrolle .
wenn Endoskcpe vorhanden) .
1.9 Limbach TM 13.1 durchfuhren bzw. letzt— 0
' 'gultlge Ausgabe.
1.10 Gasdichtheit- Zyllnderkopfe (Kompr9551ons—
prifung Motor warm, Drosselklappe offen) 0 0
Zyl.1 = ......bar ayl.2 = ..., bar
_ 2yl.3 = ..., bar =~ Zvl.4 = ...... bar
1.11 Ventilspiel kontrollieren,bei kaltem Motor
. Aus- und EinlaBventil Soll = 0,20 mm 0 0 0
1,12 Zyl1nderkopfdeckeld1chtung erneuern, mit
aushirtender chhtunqsmasse im Deckel _
einsetzen (z.B. Curil). 0 0 0
1.13 Zindkerzengewinde mit dem geeigneten
Schmiermittel bestreichen und in den Motor
- einschrauben (Anzugsmoment 25 Nm). : 0 0 0
1.14 Sltemperatur und 6ldruckgeber auf Leck-
: stellen und Sicherung kontrollieren. 0 0 0
1.15 Ziindgeschirr auf Scheuerstellen und Be-
festigung kontrollieren. 0 0 0
1.16 Ziindmagnet priifen 1t. Slick-Manual L-1037. : '
(a) externe Inspektion : 0 0 0
(b) * interne Inspektion =~ ALLE 250 STUNDEN O 250 h
1.17 Ziindzeitpunkt kontrollieren. 0 0
1.18 Luftfiltereinsatz wechseln. 0
~1.19 Luftfiltereinsatz kontrollieren.
' Stoffgewebefilter von innen nach aullen
durchblasen. 0 0
1.20 Rippen des Olkilhlers reinigen und auf Be- |- '
_ schidigung und Dichtigkeit kontrollieren. | 0 0 0
1.21 Ausgleichsschlauch zwischen den Ansaug-
rohren auf Scheuerstellen und Dichtheit o
kqntrollleren .0 0 0
1.22 Kraftstoffsieb in der mechan. Kraftstoff—
- pumpe reinigen. Neue Dichtungen_verwenden. 0 0
11 MATI 93 L 3.3

&
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Flugzeugwerk Wr. Neustadt
Gesellschaft m.b.H.

N.A. Otto-Strafie 5

2700 Wiener Neustadt

AUSTRIA

SERVICE BULLETIN NO. 31

S/N's affected A1l H 36 DIMONA S/N s

Subjedt:

Reason:

Measures:

All H 36 DIMONA Mk II S/N' :
All HK 36 SUPER DIMONA S/N's with LIMBACH engine

Maintenance schedule for SLICK magnetos used in

- single ignition systems

SLICK has found out that single magneto ignition
systems that are not redundant or fail-safe are

critical to flight safety and therefore require
more frequent 1nspectlons.

The inspection of the magneto must be carried out
in accordance with SLICK Service Bulletin 1-89B.
Consult the latest maintenance and overhaul
manual. The spec1flcatlons for the 4200 series

are valid.
The following pages of the Malntenance Manual
must be replaced and entered on the revisions

page.

H 36 and H 36 MK II

Replace page 33 with page 33, issue May 11th,
1993

‘HK 36

Replace page 3. 3 w1th page 3.3, issue May 1ith,
1993 : .



SB 31

Time of
compliance:

 Material:

Mass and CG:

Date ) . Page
"May 11th, 1993 2/2

' According to SLICK Service Bulletin 1-89 8.

Revision B dated Jan. 3rd, 1993, i.e. at the next
50 hour inspection. : '

Maintenance Manual pages and Stick Service

Bulletin enclosed

_Not affected.

Remark: If you have sold your motorglider in the meantime;'
: would you please pass this SB on to the new owner
and forward his name, address and aircraft S/N
to us. : :
Wiener Neustadt, May 11lth, 1993 BAZ-approved on: May 18th, 1993

Dipl.Ing. Dieter KOHLER

Technical Manager



HOFFMANN - | . HK 36 . Maintenance

ATRCRAFT MAINTENANCE MANUAL - & Inspections
MAINTENANCE CHECKLIST Status: ~ Sheet
~HOAC . May 11, 1993 _
HK 36 Super Dimona 2 of 12
: Source: SB. 31
‘Hours
50[100}{500
1.9 Perform_Limbach Service Bulletin 13.1 or
currently effective edltlon g 0
1.10 Perform. compression test on all four cyl— :
inders (englne warm, throttle valve open) : 0 0
ceyl.l = ..... cyl.2 = .. .... 0 [bar] -
cyl.3 = ..., cvl. 4 = ...... 0 [psil
1.11 Check valve clearance (cold), inlet and o | 0 0

exhaust valve. _ .
Nominal clearance: 0.20 mm (17128 in)

1.12 Replace cylinder head gaskets, and apply
solidifying sealing compound (e.g. Curil) 0 o 0

1.13 Apply a light coat of appropriate lubri-

- cant to sparking plug threads, screw in
sparking plugs . '

Torgue: 25 Nm / 18.4 lbs ft. - 0 0 0

1.14 Check oil temperature and 011 preasure

pick-ups for leaks, inspect breakers 0 0 0
1.15 Check ignition harness for abrasion, e '

check fastenlng _ 0 0 0
1.16 Inspect magneto accoralnq to Sllck Manual

: L-1037 ,

(a) External inspection 0 0] 0

(b)  Internal inspection EVERY 250 HOURS 0250h
1.17 Check ignition timing : 0 0

~1.18 Replace air filter insert ' 0

1.19 Check air filter insert, blow air from

inpner surface to outer surface 0 0
1.20 Clean o©il cooler ribs, check for damage .
and leaks 0 0 0
1.21 Check compensator tube between 1nduct10n' :
pipes for abraslon and leaks 010 0

1.22 Clean fuel filter of engine- drlven fuel
pump. Replace seals.: _ 0

1.23 Replaqe V-helt

1.24 Check V-belt tension, tighten if
' necessary. ' ' 0 0 0
Secure straining screw _ 0 0| 0

May 11, 1983 ' L 3.3



-33-

Hoffmann Maintenance and
H 36 DIMONA Inspections
A. Powerplant (cont.):
50 1100} 500
19. Drain fuel, remove finger filter and check for 0
: dirt and condition. Look also Pos. 11 and 14 (fuselage)
20. Check carburetor membranes. S 10
21. Check flapper valve play in Carburetcr throat. 0
~ If play exceeds 0.8 mm repair by bushing or_replace; S
22. Check oil level.in carburetor dome. Add original O0j010
"Zenith lube o0il"™ if necessary. - |
23. Check carburetor, choke, heater and air bowden flex 0010
' cables for ease of movement. Lubricate if necessary '
with light oil. -
24. Check engine mounting bolts and Silent blocks for 0100
security, safety, and damage.
25, Check V-wire brace beneath engine for security. If 1] 0
cables are loose, re-tighten. .
26. Check generator belt for security and_cpndition. oJ]J]011 0O
Replace frayed belt. | | ”
27. Check ignition tlmlnq (refer to lebach handbock) . 010
128, Inspect magneto accordlng to Slick Manual L-1037. _
(a) External inspection o|lo01l0O
() Internal inspection EVERY 250 HOURS O 4
29. Check ignition harness for security, abrasion, and 010710
. porosity}:Replace cracked or damaged harness.
30. Electrical connectors incl. battery: check for ool o0
security, ddmaqe and corros¢en
31. Clean spark plugs and reset gap (0.4 mm). Replace 6j{0}10
plugs afte: 200 Engine hours. _ ;
32. Check exhaust system for blowby, cracks, and security. | 0 | O | O
33. Hemove heater shroud and check for cracks, hot spots, 0
corr031on, and damage. :
34. Check engine case for oil seepage or cracks 01 C
Date: 11-May-1993

Source: SB 31
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SLICK Serwce Bulletin

SB1-89B

~

CIWRE: S T TETEL WE WEE WE VE W E. W. E ER  .

WARRANTY:

Iv. REPLACEMENT

These magnetos should be rep!cced as necessary when

indicated by the above Inspections, or at engine TBO.

Void if prescribed maintenance schedules are not followed,

CHECK WITH SLICK TO BE SURE YOU HAVE THE M.O.ST CURRENT
REVISIONS OF SUCK MANUALS F-1100, L-1037, L-1363. AND PERTINENT
SLICK SERVICE BULLETINS BEFORE PERFORMING MAINTENANCE OR

OVERHAUL
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Slick Aircraft Products
: Unison Industries
530 Blackhawk Park Avenue
Rockford, litinois, U.3.A. 61104
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